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The P1-C28  camera is a probe specially designed for the 
inspection of pipes, tubes and sewages. It is available in 28mm 
and 30mm diameter camera head (self levering camera) 
camera with 480.000 pixel resolution is mounted on a semi 
rigd fiberglas 30 or 50 meter long cable. 
A stainless steel reel allows to easily rewind the cable after use.
The focussing range is 60mm to infinity and It is compatible 
with our BIPOL P1 videoscope. Cameras are detachable and 
can be easily replaced.

Technical Data P1-C28

Resolution 480.000 px

Outer Diameter 28 mm

Camera dimensions 28 mm x 205 mm

Working length 30 & 50 meters

Field of view 107°

Focussing range 50 mm to 600 mm

Number of LEDs 12 (White)

LED Output 7800 lux at 20mm

Housing Semi rigid fiberglas

Protection Rate IP67 - Water - Oils -Jet fuel

Operating temperature -20°C to +70°C

Storage temperature -20°C to +70°C

Technical Data P1-C30

Resolution 480.000 px

Outer Diameter 30 mm

Camera dimensions 30mm x  230mm

Working length 30 & 50 meters

Field of view 80°

Working length 30 & 50 meters

Number of LEDs 12 (White)

LED Output 8500 lux at 20mm

Housing Semi rigid fiberglas

Protection Rate IP67 - Water - Oils -Jet fuel

Operating temperature -20°C to +70°C

Storage temperature -20°C to +70°C

Meter counter available on 
special request on P1 videoscope.
Our P1 videoscope can be delivered with a meter 

counter module. Order must be placed when ordering 

the videoscope. It cannot be added at later stage.

self levering
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P1-C28-C8
P1-C30-C8

P1-C28-P

P1-C28-PL

To order
Part No Description

P1 C28 Camera

P1-C28 Video probe BIPOL Cam28 Ø 28mm x 30 M on reel

P1-C28-50 Video probe BIPOL Cam28 Ø 28mm x 50 M on reel

P1-C28-CA Detachable camera head Ø 28mm for Cam28

P1-C28-CATR
Detachable camera head Ø 28mm for Cam28 with 
transmitter 512 Hz

P1-C28-LOC 512 Hz Locator for Cam28-CATR camera head

P1-C28-P Protection cover for Ø 28mm camera

P1-C28-PL Glas Dome Ø 28mm

P1-C28-ST Centering star 70-200mm for Cam28

P1-C28-BR Set of 6 spare brushes Cam28

P1-C28-ST2 Double centering star 70-200mm for Cam28

P1-C28-AG Guiding ring Ø 28mm

P1-C28-C8 4 wheels roller for C28 camera ( for Ø 100-150mm)

P1-C28-C15 8 wheels roller for C28 camera ( for Ø 150-200mm)

P1-C28-VAL Carrying case for Cam28 (for 30meter cable)

P1 C30 Camera (self levering)

P1-C30 Video probe BIPOL Cam30 Ø 30mm x 30 M on reel

P1-C30-50 Video probe BIPOL Cam30 Ø 30mm x 50 M on reel

P1-C30-CA Detachable camera head Ø 30mm for Cam30

P1-C30-CATR
Detachable camera head Ø 30mm for Cam30 with 
transmitter 512 Hz

P1-C30-C8 4 wheels roller for C30 camera ( for Ø 100-150mm)

P1-C30-C15 8 wheels roller for C30 camera ( for Ø 150-200mm)

P1-C28-MET Meter counter option for P1 videoscope

COMPATIBLE VIDEOSCOPES

P1-MET Videoscope BIPOL P1 alone with meter counter

P1-A Videoscope BIPOL P1 alone

B-RUGGED Videoscope BIPOL® Rugged Screen 3,5"

P1-C28-C15
P1-C30-C15

P1-C28 carrying case
(available for 30m reel)

P1-C28 Locator 512 Hz

Accessories and options
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Compatible BIPOL videoscopes

Colour 7” screen800x400px

Meter counter in option

Text annotation

4X digital zoom

360° image rotation

Water and drop proof 2m

32 GB SD Card

Photo & Video recording

Key advantages

Additional probe option

In order to further increase inspection possibilities with 

our modular system, you can add to the P1 videoscope 

an articulating video inspection probe available  in 2-way 

or 4-way articulation in 4-6 or 8 mm up to 5 meter.

We can also offer small diameter video probes in 3.9 and 

6.0mm up to 30 meters with high resolution.

Please check our P1 Probe program for further details.

Use is very simple. Simply remove the P1-C28 or C30 

from the main unit and connect the articulating probe. 


