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Endoscope flexible CBF4

BIPOL flexible endoscope CBF-4 consists of a flexible probe 
PVC covered and water and oil resistant diameter 4mm and with 
working length of 920mm and a integrated Xenon battery handle.

The optical fiber bundle is made of 7.400 pixels which offers a very 
good resolution for this price range. Focusing can be manually 
adjusted fro 10 mm to infinity. Power is provided by 2 AA batteries. 

In option, it accepts a set of 3 mirrors (70°, 90° & 120°) in order to 
provide different directions of vision.

Product features: 

Easy to use

Optional mirror set 

Small diameter for dashboards

Adjustable focus

TECHNICAL DATA 

Diameter 4 mm

Working length 920 mm

Field of view 60°

Focusing range 10 mm to infinity

Lighting Handle with Xenon bulb

Sheathing PVC semi flexible

Bending radius 30 mm

Protection rate IP57 - water - oil

Resolution 7 400 pixels - 12 µ

Working temperatures -20°C to +70°C

Weight 0.30 kgs

Case dimensions 420x310x70 mm (1.69 Kgs)

Warranty 1 year

To order

Part No Description

BIPOL CBF-4
BIPOL CBF-4 flexible endoscope Ø 4x920mm in 
carrying case.

CBF-4M Mirrors 70°-90° & 120° for CBF-4

CBF4-XB Spare xenon bulb for CBF-4

What we deliver:
The BIPOL CBF-4 flexible endoscope is delivered in an 
aluminium carrying case with protection cover, 2 AA batteries 
and 1 spare Xenon bulb.


